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Heat shrinkable tubesCable connectors for 1-core cables

Characteristics
•	 Stabilized against UV rays
•	 Free from paint-wetting 

inhibiting substances
•	 Halogen-free
•	 100 % waterproof
•	 Pressure-tight
•	 Superior electrical 

properties
•	 Superior mechanical 

properties

Application/Suitability
•	 Indoor
•	 Outdoor
Material
•	 Cross-linked polyolefin
•	 Free of lead and cadmium
Test standards
•	 Corresponds to IEC 60684-2 

Storage conditions/Shelf life
•	 Unlimited shelf life

SEH
Heat shrinkable Breakout boots
for 2-, 3-, 4-, 5-core cables and conductors, with adhesive

Sealing breakout boots for plastic, rubber and paper-insulated 
cables.
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   2-fingers spreader cap

SEH2
30-10 65 90 15 30 10 12 4 1.5 2 .5 - 25 CP9-2012
50-24 85 120 25 50 24 21 7 3 25 - 120 CP9-2013

   3-fingers spreader cap

SEH3

22-9 50 70 15 22 9 9 3 2.5 1 .5 - 16 CP9-0061
35-15 85 100 20 35 15 13 4 2.5 6 - 35 CP9-0062
50-22 130 170 30 50 22 25 9 3 35 - 150 CP9-0063
70-33 170 200 40 70 33 35 13 3.5 150 - 300 CP9-0064

115-47 180 210 45 115 47 50 17 4 185 - 400 CP9-2028
150-54 185 260 50 150 54 60 24 3.5 240 - 630 CP9-0065

   4-fingers spreader cap

SEH4

28-9 55 70 15 28 9 8 2 2 1 .5 - 10 CP9-0066
35-15 80 100 20 35 15 13 4 2.5 6 - 35 CP9-2020
45-25 130 170 30 45 25 20 8 3.5 35 - 95 CP9-2014
60-25 160 180 30 60 25 25 8 3.5 35 - 150 CP9-2016
72-22 170 220 40 72 22 30 12 3.5 95 - 185 CP9-2024

100-40 170 220 45 100 40 35 14 4 120 - 300 CP9-2015




