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Features
 
environments

 Body, door, mounting plate and rail are constructed 
from 1.5mm galvanised steel

 
brackets and accessories saves assembly and 
installation time

 Door opens to 110°
 Cabinet height less than 1000mm have 3mm 
double bit insert quarter turn lock with key

 Cabinet height greater than 1000mm have three-point 
locking system with key-lock swing handle

 High quality polyurethane foam seal is machine applied 
to the door perimeter to ensure excellent protection

 Earthing system on frame and door
 Gland plates are incorporated into the bottom face 
of the enclosure for cable management with gaskets 
and fasteners provided

IP Series

Galvanised steel 
body and door

Gland Plates

Earthing system 
on frame and door

Three-point locking 
system is available

Machine applied 
polyurethane 
foam seal

Door opens to 110°

IP Series – IP Rated Cabinets

designed to protect sensitive data network equipment. 
The cabinets are precision built to ensure a consistent 
high quality.

The strong powdercoated galvanised steel cabinets 
are suitable for internal environments and heavy-duty 
outdoor applications.

Our current stocked range of IP Series cabinets and 
accessories is listed below.

Customised cabinets (27RU to 45RU) are also available 
upon request with minimum order quantities.

Part Number Field Cabinet

Part Number Description

Filter and Fan
Part Number Filter and Fan

IPFLTRKIT150 IP54 Filter 150mm with Vent Hood 320H

IPFANKIT150 IP54 Fan 150mm with Vent Hood 320H

IP Series Field Cabinet

IP Series Wall Mount Cabinet

IP54 Filter

IP54 Fan – front view

Vented Hood

IP54 Fan – rear view


